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Multiple hole seals for cable-hose fittings with extended range

THREAD 
ISO

SEALTITE
SIZE (INCH)

HOLES X
DIAM

DIMENSIONS IN MM STANDARD
PACKAGE

ARTICLE
NUMBER

WEIGHT
(KG/100)A B C D E

M20 x 1,5 1/2” 3 x 4,0 - - - - - 100 785.234.0* -

M20 x 1,5 1/2” 3 x 5,0 - - - - - 100 785.235.0* -

M20 x 1,5 1/2” 4 x 3,0 - - - - - 100 785.243.0* -

M20 x 1,5 1/2” 4 x 4,0 - - - - - 100 785.244.0* -

M25 x 1,5 3/4” 2 x 7,0 - - - - - 100 785.327.0 -

M25 x 1,5 3/4” 3 x 6,6 - - - - - 100 785.336.6 -

M25 x 1,5 3/4” 3 x 8,0 - - - - - 100 785.338.0 -

M32 x 1,5 1” 3 x 7,5 - - - - - 100 785.437.5 -

M32 x 1,5 1” 4 x 8,0 - - - - - 100 785.448.0 -

M32 x 1,5 1” 6 x 5,0 - - - - - 100 785.465.0 -

M32 x 1,5 1” 6 x 6,0 - - - - - 100 785.466.0 -

THREAD 
PG

SEALTITE
SIZE (INCH)

MIN. 
INTERNAL
BORE (MM)

DIMENSIONS IN MM STANDARD
PACKAGE

ARTICLE
NUMBER

WEIGHT
(KG/100)A B C D E

Pg 7 1/4” 5,2 33 10 19 - 17 10 810.007.2 2,8

Pg 9 5/16” 8,3 35 12 22 - 20 10 810.009.2 3,8

Pg straight fitting, small design, male, nickel plated brass

THREAD 
PG

SEALTITE
SIZE (INCH)

MIN. 
INTERNAL
BORE (MM)

DIMENSIONS IN MM STANDARD
PACKAGE

ARTICLE
NUMBER

WEIGHT
(KG/100)A B C D E

Pg 7 1/4” 5,2 33 10 22 - 20 10 810.007.1* 3

Pg 9 5/16” 8,3 35 12 26 - 24 10 810.009.1* 5,2

Pg 11 5/16” 8,3 35 12 26 - 24 10 810.012.1* 6

Pg 13,5 5/16” 8,3 35 12 26 - 24 10 810.014.1* 6

Pg 9 3/8” 10,2 35 12 26 - 24 10 810.010.1* 4,8

Pg 11 3/8” 10,2 35 12 26 - 24 10 810.011.1 5,6

Pg 13,5 3/8” 10,2 35 12 26 - 24 10 810.013.1 5,6

Pg 16 1/2” 13,9 37 13 29 - 27 10 810.016.1 6,3

Pg 21 3/4” 18,5 40 15 35 - 33 5 810.021.1 8,4

Pg 29 1” 23,8 46 15 45 - 43 5 810.029.1 25

Pg 36 1.1/4” 31,8 52 16 54 - 52 2 810.036.1 34,6

Pg 42 1.1/2” 36,8 56 18 63 - 60 2 810.042.1 47,2

Pg 48 2” 47,8 66 20 77 - 74 2 810.048.1 72

Pg straight fitting, male, nickel plated brass

STANDARD FITTINGS, IP 67, NICKEL PLATED BRASS

* The seals for M20x1,5 are for the cable-hose fittings in the standard range (pn 812.717.1 or 812.720.1)

** Other (not mentioned hole patterns) are available on request. The multiple hole seals will be delivered separately.

* Sizes 1/4” and 5/16” do not have UL / CSA approval.



5 | 16 SEALTITE FITTINGS 2019

THREAD 
PG

SEALTITE
SIZE (INCH)

MIN. 
INTERNAL
BORE (MM)

DIMENSIONS IN MM STANDARD
PACKAGE

ARTICLE
NUMBER

WEIGHT
(KG/100)A B C D E

Pg 11 5/16” 8,3 32 12 26 42 22 10 810.912.1* 9,3

Pg 13,5 5/16” 8,3 32 12 26 42 22 10 810.914.1* 9,3

Pg 11 3/8” 10,2 32 12 26 42 22 10 810.911.1 8,9

Pg 13,5 3/8” 10,2 32 12 26 42 22 10 810.913.1 8,9

Pg 16 1/2” 13,9 36 13 29 43 27 10 810.916.1 15,3

Pg 21 3/4” 18,5 43 15 35 48 33 5 810.921.1 21,6

Pg 29 1” 23,8 48 15 45 59 42 5 810.929.1 35,3

Pg 36 1.1/4” 31,8 57 16 54 68 51 2 810.936.1 62,5

Pg 42 1.1/2” 36,8 63 18 63 78 60 2 810.942.1 88,1

Pg 48 2” 47,8 74 20 77 96 74 2 810.948.1 141,9

Pg 90° fitting, male, nickel plated brass

THREAD 
PG

SEALTITE
SIZE (INCH)

MIN. 
INTERNAL
BORE (MM)

DIMENSIONS IN MM STANDARD
PACKAGE

ARTICLE
NUMBER

WEIGHT
(KG/100)A B C D E

Pg 11 5/16” 8,3 23 12 26 33 22 10 810.412.1* 8,5

Pg 13,5 5/16” 8,3 23 12 26 33 22 10 810.414.1* 8,5

Pg 11 3/8” 10,2 23 12 26 33 22 10 810.411.1 8,1

Pg 13,5 3/8” 10,2 23 12 26 33 22 10 810.413.1 8,1

Pg 16 1/2” 13,9 25 13 29 33 27 10 810.416.1 11,6

Pg 21 3/4” 18,5 30 15 35 36 33 5 810.421.1 15,3

Pg 29 1” 23,8 34 15 45 46 42 5 810.429.1 31,5

Pg 36 1.1/4” 31,8 39 16 54 54 51 2 810.436.1 53,2

Pg 42 1.1/2” 36,8 45 18 63 59 60 2 810.442.1 78,5

Pg 48 2” 47,8 53 20 77 71 74 2 810.448.1 132

THREAD 
PG

SEALTITE
SIZE (INCH)

MIN. 
INTERNAL
BORE (MM)

DIMENSIONS IN MM STANDARD
PACKAGE

ARTICLE
NUMBER

WEIGHT
(KG/100)A B C D E

Pg 11 5/16” 8,3 35 12 26 - 24 10 810.312.1* 5,7

Pg 13,5 5/16” 8,3 35 12 26 - 24 10 810.314.1* 5,7

Pg 11 3/8” 10,2 35 12 26 - 24 10 810.311.1 5,3

Pg 13,5 3/8” 10,2 35 12 26 - 24 10 810.313.1 5,3

Pg 16 1/2” 13,9 37 13 29 - 27 10 810.316.1 6,3

Pg 21 3/4” 18,5 40 15 35 - 33 5 810.321.1 9,3

Pg 29 1” 23,8 46 15 45 - 43 5 810.329.1 20,7

Pg 36 1.1/4” 31,8 52 16 54 - 52 2 810.336.1 29,3

Pg 42 1.1/2” 36,8 56 18 63 - 60 2 810.342.1 43,2

Pg 48 2” 47,8 66 20 77 - 74 2 810.348.1 74,8

Pg 45° fitting, male, nickel plated brass

Pg straight fitting, female, nickel plated brass

STANDARD FITTINGS, IP 67, NICKEL PLATED BRASS

* Sizes 1/4” and 5/16” do not have UL / CSA approval.


